
    Reverse Voltage: 40 to 100 Volts
    Forward Current: 3.0 A
    RoHS Device

CDBABS34-HF Thru. CDBABS310-HF

Parameter Symbol Unit

Peak repetitive reverse voltage

Working peak reverse voltage

DC blocking voltage

Average rectified output current @T =100°CC

Non-Repetitive peak forward surge current
8.3ms Single Half Sine-Wave, Super Imposed on  
Rated Load (JEDEC Method)

Forward voltage per element @I = 3.0A  F

Peak reverse current    
at rated DC blocking voltage    

@T =25°CJ

@T =100°CJ

VRRM

VRWM

VDC

IF(AV)

IFSM

VFM

IR

V

3

80

0.7

0.1

10

A

A

V

mA

Typical thermal resistance per leg  
RθJA 50

°C/W

Operating junction temperature range TJ -55 to +150 °C

Storage temperature range TSTG -55 to +150 °C

SMD Schottky Bridge Rectifiers  

Maximum Rating And Electrical Characteristics
Rating at T =25°C, unless otherwise noted.A

Single phase, half wave, 60Hz, resistive or inductive load.
For capacitive load, derate current by 20%.

Dimensions in inches and (millimeter)

ABS

0.010 (0.25)
0.006 (0.15)

0.268 (6.80) 

0.236 (6.00) 

0.268 (6.80) 
0.236 (6.00) 

0.028 (0.70)
0.020 (0.50)

0.165 (4.20)
0.150 (3.80)

+-

~ ~

0.008 (0.20) 
MAX.

0.059 (1.50) 
0.047 (1.20) 

0.209 (5.30) 
0.189 (4.80) 

4 1

3 2
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Circuit Diagram
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Rating for fusing (t<8.3ms) I²t 3.74 A²S

0.05

5

Features

Mechanical data

CDBABS34-HF CDBABS36-HF CDBABS38-HF CDBABS310-HF



RATING AND CHARACTERISTIC CURVES (CDBABS34-HF Thru. CDBABS310-HF)
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CDBABS34

CDBABS36

CDBABS38 - CDBABS310
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C

B

E

A

SIZE
(inch)

0.035

(mm)

0.90

4.10  

1.50

0.161

0.059

ABS

3.20 0.126

A

B

C

D

D

5.72 0.225E

CDBABS34-HF

Part Number Marking code

KABS34H +-

XXX = Product type marking code

KABSXXX
CDBABS36-HF KABS36H

CDBABS38-HF KABS38H

CDBABS310-HF KABS310H


